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SUMMARY

An experimental study has been made to investigate some aspects
of the nature of the flow around deita wings. Vapor-screen, pressure-
distribution, and ink-flow studies were made at a Mach number of 1.9 on
a series of semispan delta-wing models with slender wedge airfoil sec-
tions and very sharp leading edges. The models had semiapex angles
ranging from 5° to 31.75°. .

Separated regions of vorticlty existed along the chords of all
the wings in the series tested. Concentrated vortex cores were found
only on wings of very small semiapex angles. For wings with medium
and large semlapex angles, the separated vorticity was concentrated in
a reglon extending over the outboard part of the span and lying close
to the wing upper surface.

The results show that theoretical aerodynamic calculations, such
as those in NACA TN 3430, utilizing a single, separated vortex pair
above the wing upper surface to represent the separated vorticity can
be applied at supersonic speeds for very slender wings.

INTRODUCTION

Theoretlcal calculations of aerodynamic phenomena usually require
some basic assumption concerning the physical nature of the flow field.
In calculations of the velocity fields behind wings, for instance, the
vorticity is for some cases assumed to be concentrated in & vortex sheet
and for others to be concentrated in discrete vortices, the choice
depending on the wing aspect ratio, lift coefficient, distance from the
trailing edge, and other factors. (See ref.. 1, for instance.) The
vortex sheets and discrete vortices have usually been asgsumed to leave
the wing at the trailing edge. In a recent attempt to predict theoret-
ically the 1ift on slender delta wings (ref. 2), separation was assumed
to teke place from the leading edges of the wings. For that analysis,
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then, the vortex gheet was assumed to roll up into discrete vortices
lying above the wing and increasing in strength along the chord of the

wing.

Since the latter assumptions differ considersbly from most of those
used 1in past analyses, an experimental investigation of the flow phe-
nomens was proposed. The purpose of the present study 1s to investigate
aspects of the physical nature of the flow fileld along the chords of a
series of small- and medlium-aspect-ratio delta wings. This investiga-
tion 1s of a qualitative nature and serves primarily to define the
vortex~separation phenomena and to indicate a general range of appli-
cabllity of the separated-vortex concept.

SYMBOLS
o angle of attack, deg
€ wing semispex angle, deg
b/2 wing semispan, in.
M Mach number

P, ~P
%5 pressure coefficient, Zq
Py local static pressure
P free-stream static pressure
a free-stream dynamic pressure
K Mach angle, sin=1 %
y spanwise coordinaste, in.

APPARATUS AND MODELS

The tests for this investigation were made in a 9- by 6-inch, Mach
nunber 1.9 blowdown Jet of the Langley gas dynamics laboratory. The
test section was equipped with a boundary-layer scoop-off plate t0 mini-
mize the effect of boundary layer on the essentially flat-plate semispan
models. (See fig. 1.) With this boundary-layer scoop-off plste, the
maximum boundary-leyer thickness was calculated to be about 3 percent
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of the span for the wing with the smallest span. The present tests
were made at a Reynolds number of 1.58 X 106 per inch.

A vapor-screen technique similar to that used in reference 3 was
used in the present tests to observe the flow phenomens around delta
wings. In this technique, water was inserted in the air-supply line
upstream of the settling chamber. After the water was broken into very
smell droplets by the settling-chamber turbulence screens and expanded
through the nozzle, it appeared in the test section as a fog. A mercury-
vapor light source was used to produce a narrow slit of intense light
perpendicular to the tunnel axis. (See fig. 2.) The light scattered
by the particles appeared as a screen of illuminstion on which changes
of density showed up as changes in intensity of illumination (see appendix);
therefore, regions of concentrated vorticity and shock waves could be
observed. An aerial camers was used to take photographs of the vapor
screen. The change in Mach number with the addition of water was found
by static-pressure measurements to be small (AM = -0.03) with respect
to the Mach number obtained without water addition.

The models used in this investigastion were essentially flat-plate
semispan delta-wing models with slender wedge airfoll sectlons and very
sharp leading edges. The maximum thickness of the wings was of the
order of 1.7 to 4.kt percent of the chord. Models with semiapex angles
of 5°, 7.5°, 10°, 15°, 22.5°, and 31.75° were tested. Dimensions of
the models are given in figure 3.

For the pressure-distribution tests, pressure orifices were installed
on one surface of the models, and the models were tested at positive and
negative angles of attack to determine the pressure on both the upper
and lower surfaces.

The pressure orifices were also used for ink-flow studies. For
these studies, ink was inserted through several of the pressure orifices
under sufficient pressure to obtailn a steady flow of ink over the surface
of the wing.

TESTS AND RESULTS

Vapor-screen tests were made at two chordwise positions for each
wing model of the series, and the photographs of these results are
presented in figures 4t to 9. The flow phenomena observed over the wing
sppeared to be steady. These photographs were taken from a position
outside the tunnel and at an angle with the tunnel axils; thus the vortex
cores do not appear in the photographs at their true distance above the
wing surface, although the spanwlse positions are correctly represented.
The actual distance of the apparent vortex cores sbove the wing surface
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can be obtained from the camera sngle snd wing angle of attack. For

these photographs, the actual distances gbove the wing surface are of
the order of twice the observed distances because the camera angle 1s
approximately 60°.

Pressure distributions at one chordwise position for each model
are presented in figures 10 to 15. For same wings, pressure distri-
butions were obtalned at other chordwise positions, but these were
essentlally the same as those presented and, therefore, are not given.

The ink~flow test results are presented in figures 16 to 21. The
wings were palnted white for these tests to give better contrast between
the 1light and dark regioms.

DISCUSSION

The vapor-screen photographs are essentially self-explanatory, but
some of the more important aspects of the photographs should be noted.
The dark regions in the photographs correspond to regions of low density;
hence, they show less reflection from the particles in the airstream
than do the surrounding regions. (See appendix.) TIn various photographs
the dark regions may indlcate concentrated vortex cores, regions of sep-
arated flow, or low~density reglons preceding shock waves.

The primary interest in the pressure distributions is in the con-
ditions on the suction or upper surfaces "of the wings. Ink-flow studles
were included in the present tests to give an indication of the flow
characteristics in the boundary layer.

Wings With Semiapex Angles of 5°, 7.5°, and 10°

For the wings with the smallest semlapex angles, the vortex cores
are well defined and lie well above the wing surfaces. With an increase
in the semiapex angle €, the vortex cores become larger and remain
closer to the wing upper surfaces. (See figs. 4 to 6.) The effects of
increasing the angle of attack are that the vortex cores increase in
size, move inboard, and extend & greater distance above the wing surface.
The general conlcal neture of the flow is indicated by the similerity
of the vepor-screen photographs at the two chordwlse positions considered
for each wing.

The upper-surface pressure distributions in figures 10 to 12 show
gradual spsnwise decreases in pressure toward negative pressure pesaks
which are situated at the same spanwise positions as the vortex cores.
Some comparlsons of the measured pressure distributions with the calcu-
lated distributions are given in a subsequent section.

ar
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The ink-flow photographs (figs. 16 to 18) show an outward movement
of ink toward the leading edge, which indicates a flow separation at
the leading edge, and an ink accumulation along & line inboard of the
leading edge but outbosrd of the vortex-tore position. A suggested
explanstion of the phenomena in the boundary lasyer is given with the
aid of the accompanying sketch which is a section taken normal to the
main stream at s particular chordwise position.

Mein vortex
Eddy vortex
Wing plaie ek
of symme
TN / L Outflow at
Iine of ink leading edge
accumulation

The observed outflow at the leading edge suggests the existence of a
tip separation vortex which can be of small strength relative to the
main vortex and which haes the same direction of rotation as the main
vortex. Between the main vortex and the tip separation vortex there
is a region in which the induced velocities from these two vortices
create a circulatory flow with rotation in the opposite direction to
the other two vortices; this reversed-flow region is designated as the
eddy vortex. The tip vortex causes the outflow at the leading edge,
and the outflow beneath the main vortex and the inflow beneath the
eddy vortex cambine to form the line of ink accumulation.

From the vapor-screen photogrephs, a qualitative comparison can be
made of the dbserved vortex-core positions with those calculated in
reference 2. In general, the observed vortex cores are st compareble
distances sbove the wing surface but are considerably more inboard than
the calculated positions of reference 2. It can be seen from these
results that theoretical calculations using a single, separated
vortex pair can be applied at supersonic speeds for very slender wings.
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Wings With Semiapex Angles of 15° and 22.5°

In some of the vapor-screen photographs of the wing with a seml-
apex angle of 15° (fig. 7), two regions of vorticity can be identified.
The ink-flow photographs (fig. 19) show two lines of ink accumulation
which correspond to these two regions of vorticity. The suggested
explanation for these two linea of ink accumulation is similar to that
given for the single line and is illustrated in the accompgnying sketch.

Mein vortlces

Eddy vortices

<:::>/—T1p vortex

Wing plane —¥n e  — N -
of symmetry
A Aéiz/”//////7 Z-/Ou.tflmr at
Iines of ink leading edge

accunulation

For the wing with a semiapex angle of 22.5° (fig. 8), the sepa-
rated region is spread out over the outer part of the wing semispan
end remains considerably closer to the wing upper surface than that
for previcus wings. At some angles of attack (a = 12° to 169),
there are indicationsg of the presence of some type of disturbance,
possibly a weak shock formation, but this is not distinct enough to
be definltely recognizable. The ink-flow photographs in figure 20
show the same general type of flow, with one line of ink accumulation,
as the small-gpex-angle wings.

The wings with semiapex angles of 15° and 22.5° (figs. 13 and 1k)
have negative pressure peaks which extend over a large portion of the
outboard region of the wings at the higher angles of attack. The sbru gt
spenwise decreases in pressure for some angles of attack (o = 8% to 1k
in fig. 15 and o = 8° to 16° in fig. 14) correspond to the observed
inboard limit of the separated reglon adjacent to the wing. More gradual
spanwise decreases in pressure occur at the higher angles of attack where
the most inboard portion of the separated region lies somewhat above the
wing surface.
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Wing With a Semlapex Angle of 31.75°

Shock waves are recognizable on the wing with a semlapex angle of
31.75° (fig. 9) even at small angles of attack. The shock wave moves
inboard with increasing angle of attack. Between o = 14° and 16°, a
change in the appearance of the flow phenomens occurs. The changed
sppearance ig attributed to the fact that the flat region of separated
vorticity edjacent to the surface of the wing moves inboard atoa faster
rate than the shock wave; therefore, at angles of attack of 16 and
greater, the shock wave intersects the region of vortiecity and produces
the unusual appearance seen in the photographs.

The ink-flow pictures (fig. 21) show the previously observed line
of ink accumulation up to an angle of attack of about 16°, sbove which
the flow becomes somewhat confused. An interpretation of these results
is as follows: The presence of lnk at the wing tip is caused by the
outward flow of ink along the blunt tralling edge. With increasing
angle of attack, the bubble of ink moves forwerd along the wing leading
edge and, at about o = 16°, ink from this bubble and from the outer
orifice interferes with the ink from the other orifices. Tnk from the
outer orifice proceeds downstream parallel to the free-stream velocity,
whereas ink from the inboard orifices passes over that of the outer
orifice and proceeds toward the leading edge.

For almost all angles of attack, there is & small decrease in
pressure at the spanwlse position where the shock waves are observed
(fig. 15). Above o = 14°, where a change in the flow appearance takes
place, practically all the pressure decrease occurs at the most inboard
extent of the region of separation. For these high angles of attack,
the shock waves appear to intersect the relatively thick region of vor-
ticity, and apparently the shock waves have little direct effect on the
surface pressure distributions.

Comparison With Theoretical Calculations

Comparisons of pressure distributions calculated by the method of
reference 2 with the measured distributions for the wing with a semi-
apex angle of 5° are given in figure 22. TIn preparing figure 22, the
experimental points from figure 10 have been plotted in the positions
in vhich they appear when the pressures for zero angle of attack are
shifted to the zero-pressure-coefficient axis.

The experimental points are in general agreement with the calcu-
lated results except where the sharp negative pressure peaks occur in
the calculated curves. These negatlive pressure peaks are the result
of the assumption in the theory that the separated vorticity is con-
centrated in point vortex cores, which thus have a large influence on
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the surface pressures beneath them. Since in the physical flow the
vorticity cannot be concentrated in a point vortex and, furthermore,
since all the vorticity in the physical flow is probably not in the
vortex core but partly in a speclal vortex sheet, large negative
pressure peaks are not anticlpated. However, the comparisons of fig-
ure 22 show that the calculated pressure distributions of reference 2
have correct general trends in predicting large losdings over the out-
board part of the span, although the calculations overestimate the
negative pressure peaks. The integrated experimental pressure distri-
butions yleld results for the 1ift coefficlents which approach the cal
culated results as the apex angie of the wing 1s reduced, as shown pre
viously from force tests in reference 2.

CONCLUDING REMARKS

The results of the present tests Indlcated that separated regions
of vorticlity existed along the chords of all the wings in the series
tested. Concentrated vortex cores were found only on wings with semi-
apex angles of 5%, 7.5°, and 10°. For wings with semispex angles of
150, 22.5%, and 31.75°, the separated vorticity was concentrated in =
region extending over the outboard part of the span and lying close to
the wing upper surface.

The results show that aerodynamic calculatlons, such as those
in NACA TN 3430, utilizing a single, separated vortex pair above the
wing upper surface to represent the separated vortiecity can be applied
at supersonic speeds for very slender wings. From a qualitative stand-
point, the observed vortex cores on these very slender wings were located
at distances above the wing surfaces comparable with the calculated
positions but considerably more inboard than the calculated positions.
The physlcal nature of the separatlion phenomena presented for the wings
with the higher apex angles could be & gulde for additional analyses.

Langley Aeronautical ILaboratory,
National Advisory Comilttee for Aeromautics,
Langley Field, Va., May 12, 1955.
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APPENDIX
DISCUSSION OF VAPOR-SCREEN OBSERVATIONS

In order to evaluate the vapor-screen photographs, the nature of
the observed flow must be understood. As has been mentioned previously,
the water is broken up by the turbulence screens and appears in the test
section as a fog. These particles are sufficiently small so that they
follow the streamlines of the alr flow, and, by observing the illuminated
particles, certain characteristics of the flow can be deduced.

The reglons of contrasting illumination which show up in the photo-
graphs asre, of course, the results of variations in the concentration
per unit volume of the particles in the region illuminated by the slit
of light. Regions containing large numbers of particles per unit volume
scatter a large amount of light and appear as light regions and con-
versely for regions containing smaell numbers of particles. The very
bright straight line which sppears in each photograph is simply the
reflection of the narrow slit of light from the wing surface and serves
to define the span of the wing at the chord station belng considered.

From overall cobservation of the photographs, some reasonable
identifications can be given to certain areas. One or more dark regions
are seen in most of the vapor-screen photographs. These dark regions
are identified as follows: isolated circular regions which are undoubtedly
vortex cores, regions of separation which undoubtedly contain vorticity
and are located near the upper surfaces of the wings, regions outside
the Mach cone, and regions outboard of the shock waves on the wings.

A1l of these can be shown to be regions in which the density of the air
is less than that in adjacent regions. It would thus appear that the
concentration of particles in a given region and, therefore, the iliumi-
nation of the region are approximately proportional to the density of
the air in that region.

Additional factors which might be expected to affect the illumina-
tion to & certain degree are temperature changes and centrifugal-force
effects. Iarge temperature changes which might vaporize or condense
particles in certain regions could possibly have some effects on the
illumination. However, when the time intervals involved in the passage
of particles along the chord of the wings are considered, it is doubtful
that there can be sufficient transfer of heat to effect appreciasbly the
particle concentration through veporization or condensation.

In eddition to the dark regions in the vapor-screen photographs,
there are also some very light regions, or regions of high density,
which originate at the leading edges of the wings with the smallest
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apex angles. These high-density reglons are the result of particles
"piling up" on the lower surface of the wing end leaving the lower
surface at the wing leading edge. The particles are influenced by
complex forces, which include centrifugsel forces, in the region above
the wing surface. The centrifugal forces probably cause the light
regions inboard of the vortex cores on some of the wings with the small
gpex angles. As the apex angle of the wing is increased, the velocity
normal to the leading edge is increased and fewer particles leave the
wing; thus the intensity of the illumination near the leading edge is
decreased.
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(a) 5l.h-percent-chord position.

a=0° (no vapor)

Top view

(b) 8%.7-percent-chord position. L-87982

Flgure 4.~ Vapor-screen photographs of the flow over wing with semiapex
angle of 5°,
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a=94°

(a) 5l.h-percent-chord position.

Figure 6.~ Vapor-screen photographs of the flow over wing with semiapex
angle of 1Q°.
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Flgure 7.~ Vapor-screen photographs of the flow over wing with semiapex
angle of 15°. '
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a =135

Side view

a=15

(b) T7.9-percent-chord position.

Figure T.- Concluded.
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Figure 8.- Vapor-screen photographs of the. flow over wing with semispex
angle of 22.50.
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Figure B.- Continued.
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Side view
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Figure 8.- Continued.
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Side view

(a) 60.0-percent-chord position. If'8?292

Figure 9.~ Vapor-screen photographs of th
angle of 31.75°.

he flow over wing with semiapex
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Figure 9.- Continued.
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FPigure 9.~ Continued.
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Figure 16.- Ink-flow photo
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L-89297
Figure 17.- Ink-flow photographs for wing with semiapex angle of 7.50.
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Figure 19.-~ Ink-flow photographs for wing with semiapex angle of 150.
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semiepex engle of 22.5°.
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Figure 21.- Ink-flow photogrephs for wing with semiapex angle of 31.750.



1
n

O
1]

coefficient, A p/q

of

Measured results ) ) 1 _'/
~——— Calcutated results (ref. 2) 7/

surface results

Pressure

\

/'—l

Flags denote lower- | /FDT""“U-I-..._____ ]
/.’
o

4° -1~
—= = = 45% - e, -
At 2% | A - L] ”

T i8]

__....._._......iil-..._ - —— _._=-U=-._.____0_-_:—:"1:_J_‘-_‘/

i sl il Bty RO I 2k nhedv= bt AP I PV 5o o =y
S % . O-—T
— " Y T _— - Lo Xl e e B N e e
i S = e
— 1

"eA ‘pretd Lerfund - YOVN

Figure 22.- Comparison of some measured and theoretical pressure
distributions. e = 59,
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